HANDHELD
THERMO PRINTER
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Manual Print
FRIFTEN b
12:20:05 100.0c

12:20:19 1@0.2¢
12:20: 30 99.7¢

Interval Print
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13.7.25 i
AUTO 3S :

12:49 :35 25.0¢
12:40:38 27.2¢

Time interval : 3s, 10s, 30s, 1min,
Smin, 10min, 30min
and 60min

[EfEE : 38 - 108 - 308 13- 55

104+ 304 - 604

Number Print

REB4TED
13.7.25 Bl
NUMBER PRINT
0001 25.0¢
0002 27.2¢ |0
0003 32.3¢
Memory function |
ICRIRE |

The memory function makes
it possible to batch print
the measured data stored
in the internal memory. i1
(max.100 lines data)
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Connector type EiEfTmiaE Compact and Light weight

2 types of connectors available -
4 3 " u
A2MAO AR Print function #TENzhEE
ANP : Miniature size  ASP : Standard size ¢ Manual print  FZHITED
connector connector Manual print-out is available simply by
AP-450K  front view AP-450K side view AP-400K side view pushing the I3 key. ,
E® m &\ il &\ Measured data with absolute time

(Hours: Minutes: Seconds) can be printed.
® SRETHTED R (A 0 B

Interval print jEIFfE+TED

The key enables the operator to select
a time mode from eight kinds of intervals.
HeFR iR E B R FT BN B i (8] AR EE

Time Interval : 3s,10s, 30s, Tmin, 5min, 10min,
30min and 60min

(BR8] : 3% - 108 - 308 | 43« 5%+ 104F - 304F - 605
* Number print {XBTED

The numbering print provides the sequential
numbering and measured data.
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Memory function 2RI
The memory function makes it possible to
. . o batch print the measured data stored in the
internal memory. (max. 100 lines data)
. . & WRFILRT ENRBRETE—ITED
RN (RBIBR10017)
= B 5 Hold function EENEMIE
The thermometer stops measurement by the
key and holds the present readings.
% (D) 8, WEENRMEFRHEHENER
Power supply H®BiR
— 4 AA (LR6) alkaline dry cells or AC adaptor
(optional accessory)
68 B3 (LR6) 4R € AACHIE (HH)
(mm)
® Specifications @ Optional accessories
Model AP-400E AP-400K AC-adaptor
= AP-4508 1 ARABOKR AD-115-500-HR-R (for AC115V)
ASP model : AP-400
Input connector ANP model : AP-450 AD-220-500-HR-R (for AC220V)
Channel 1ch _ Print paper
Input (thermocouple type) type E type K ACAP4 (5 pes/set)
Signal source resistance MAX. 5000 )
Measurement range | 1C./a08e |-200~g00C ] —200~1370C
& 0.1C range 2104.9~504.9C
0C~: % (0.1% of reading +1) 'C
Measurement accuracy | |~0C:£O5%ofreading+NC
Y 0~ : + (0.05% of reading+0.2) C
0.1C range OC405C
Reference junction compensation accuracy |+0.2°C at 25'C +10°C
Temperatur coefficient +0.01% of measurement range / 'C : Outside 25C £10°C

Non-printing mode : Approx. 110 hours

Stteny U 1-minute interval : Approx. 120 hours
Power supply Dry battery 4 AA Alkaline dry cell batteries

AC power AC Adaptor (optional accessories)
Dimensions approx. 68 (W) x 201(H) x 42(D) mm
Weight approx. 350g (include batteries)

Soft case, 4 AA Alkaline dry cell batteries,
Supplied accessories Paper jam fixer, User's manual, Print paper,
Test report and User registration form
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